
RED HANDFLARE 
MK8

The Red Handflare conforms to SOLAS 74 as amended. Designed to withstand exceptional environmental exposure and to perform 
reliably even after immersion in water. Featuring a telescopic handle with improved grip, making it very compact for stowage. Easily 
extended for safe handling and operation by pull wire igniter. Produces hot red flame for 60 seconds at 15,000 candela.

FEATURES

DISTRESS SIGNAL

“The red handflare produces a red hot flame 
which burns for 60 seconds at 15,000 candela.

• APPROVED TO THE LATEST WORLDWIDE SOLAS   
 SPECIFICATION 
• RED HAND HELD, SHORT RANGE DISTRESS SIGNAL USED  
 TO PINPOINT LOCATION BY DAY OR NIGHT 
• PRODUCES HOT RED FLAME FOR 60 SECONDS AT 15,000  
 CANDELA 



RED HANDFLARE 
MK8

TECHNICAL DATA 

Length 280 mm

Diameter 28 mm

Weight 176 g

Net Explosive Content 63 g

Ignition Pull Wire Ignitor

Flare burning time 60 Seconds

Light intensity 15,000 cd

Colour of light Red

GET IN TOUCH

 
Email info@survitecgroup.com

PRODUCTS

Product Number Product Name

790754 Red Handflare Mk8

Ordering Information

1 - 5 Beaufort Road, Birkenhead, Merseyside, England, CH41 1HQ

www.survitecgroup.com

WARNING
 • Produces red hot flame - do not point at people
 • Do not fire in a confined space
 • Keep out of reach of children
 • Only for emergency use at sea
 • If damaged or dented do not use
 • Do not dismantle
 • Keep away from source of heat
 • Do not use after expiry date

DISPOSAL
 • Pyrotechnics must be treated as hazardous items 

 and must be disposed of responsibly in accordance with   
 local regulations.

PACKING & TRANSPORT INFORMATION
 • 90 signals 1 fibreboard box
 • Gross weight 16.5 kg 
 • Net weight 15.9 kg
 • Measurements of fibreboard box:

 37 x 27 x 27 cm
 • Net Explosive Content per box: 5.67 kg
 • Hazard Class 1.4G
 • UN 0191
 • Proper Shipping Name: Signal Devices, Hand
 • Other Information: Cargo Aircraft Only

STORAGE
Should be stored in either the mini or large Polybottle in a dry, 
easily accessed location at ambient temperature.

APPROVALS
CE-0589, BAM Category P1, 0589-P1-0617, USCG 160.021/38/0. 
NonSOLAS/MED approved, but conforms to SOLAS performance 
standards.


